
HIGH PERFORMANCE

PURE LEAD
AGM BATTERIES

•	 Safe
•	 Long Service Life 
•	 Wide Ambient Temperature
•	 Perfect For Critical Standby Applications
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LONG STANDBY LIFE
PLH SERIES

GENERAL FEATURES

•	 Capacity Range: 38~210Ah in 12V format.

•	 	Low Self-Discharge: ≤2% per month at 25°C

•	 	Wide Operating Temperature Range: -40~65°C

•	 	Long Service Life: 20 years design life at 25°C

PLH SERIES - FRONT TERMINAL

Model Rated Voltage
(V)

10hr@1.80
V/cell L(mm) W(mm) H(mm) TH(mm) Gross Weight

(kg/Ibs)
Terminal

Type

PLH40FT(A) 12 38 298.7 97 184 184 12.5/27.6 T6(M6)

PLH62FT(A) 12 62 298.7 97 267 267 19.1/43.0 T6(M6)

PLH90FT(A) 12 90 405.4 108 287 287 28.7/63.3 T8(M6)

PLH100FT(A) 12 100 405.4 108 287 287 30.8/67.9 T8(M6)

PLH110FT(A) 12 110 559 125 227 227 36.5/80.5 T8(M6)

PLH150FT(A) 12 150 559 125 277 277 48.0/105.8 T8(M6)

PLH170FT(A) 12 170 559 125 320 320 54.2/119.5 T8(M6)

PLH190FT(A) 12 190 559 125 320 320 57.6/127.0 T8(M6)

PLH210FT(A) 12 210 559 125 328 328 60.5/133.4 T8(M6)

PRODUCT ADVANTAGES

Thin Plate design, Punching 
Technology, unique corrosion 
resistant alloy formula, extends 
battery life.

Highly automated production, help 
delivers superior consistency and 
reliability.

Case material for high temperatures.

Multi-layer sealing technology
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HIGH RATE
PLX SERIES

GENERAL FEATURES

•	 Recommended for high rate discharge applications

•	 Wide Power Range: 240W~730W(15min) in 12V format

•	 	Low Self-Discharge: ≤2% per month at 25°C

•	 	Wide Operating Temperature Range: -40~65°C

•	 	Long Service Life: 15 years design life at 25°C

PLX SERIES - FRONT TERMINAL

Model Rated Voltage
(V)

W15min@
1.67V/cell

10hr@1.80
V/cell L(mm) W(mm) H(mm) TH(mm) Gross Weight

(kg/Ibs)
Terminal

Type

PLX12-260FT(A) 12 260 62 298.7 97 267 267 19.5 T6(M6)

PLX12-400FT(A) 12 400 100 405.4 108 287 287 31.5 M6(M8 optional)

PLX12-450FT(A) 12 450 110 559 125 227 227 37.7 M6(M8 optional)

PLX12-620FT(A) 12 620 150 559 125 277 277 48.5 M6(M8 optional)

PLX12-700FT(A) 12 700 190 559 125 320 320 58 M6(M8 optional)

PLX12-730FT 12 730 200 571 125 320 320 61 M6(M8 optional)

PLX12-620 12 620 145 340.9 170 273.2 275.7 44 M6(M8 optional)

PLX series - Top Terminal

PLX12-240 12 240 50 229 138 200 203 16.9 M6(M8 optional)

PLX12-330 12 330 80 260 168 208 211 25.3 M6(M8 optional)

PLX12-405 12 405 92.8 306 168 207 210 30.1 M6(M8 optional)

PLX12-420 12 420 100 340.9 170 213.2 215.7 33.5 M6(M8 optional)

PLX12-460 12 460 105 340.9 170 213.5 215.7 33.8 M6(M8 optional)

PLX12-500 12 500 125 340.9 170 273.2 275.7 41.7 M6(M8 optional)

PLX12-540 12 540 135 340.9 170 273.2 275.7 43.5 M6(M8 optional)

PLX12-620 12 620 145 340.9 170 273.2 275.7 44 M6(M8 optional)
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LEOCH pure lead batteries are designed and manufactured using state-of-the-art Pure Lead-Thin Plate 
technology to produce a high energy density battery of exceptional quality and consistency.  LEOCH’s pure 
lead thin plate technology has a lower corrosion rate,  superior charge acceptance, and superior temperature 
range performance compared to conventional alloy batteries and so provides a longer service life. 

The LEOCH high performance pure lead thin plate VRLA battery range is ideally suited for long-life standby 
applications in critical infrastructure such as telecommunications, railway, utilities, UPS and data centres.

LEOCH makes two types of pure-lead thin plate product - the PLH Series and the PLX Series and are available 
in both front terminal and conventional top-terminal 12V formats.  The front terminal types are particularly 
suited for common for 19” and 23” racks designs encountered in industry. The PLX Series is optimised for 
high-rate discharge performance.

PURE LEAD
THIN PLATE TECHNOLOGY

Leoch Battery Australia
Your Reliable Partner for Battery Solutions

Let us show you the benefits of using Leoch VRLA batteries
 sales.au@leoch.com    +61 297560950
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